
Clarifications to RBC Modification 
Thomas Prince School 
Princeton, MA 

September 2, 20 12 
Page 4 of4 

epoxy was not applied to the width as specified herein and thus will be re-applied to 
this area under the current specifications, i.e. eight inch width. New "bond breaker 
backing" and caulking will be installed within the joints per the manufactures' 
specifications; 

8) Inspection of the capacitors on the motors associated with the fans for the unit 
ventilators in classrooms I 00, I 02, I 04, I 06, I 08, & II 0 wi ll be performed to 
determine if they contain PCB. If found to contain PCB or if it cannot be determined, 
the capacitors will be changed out with new, non-PCB containing capacitors. The 
interior surfaces of the unit venti lators were previously cleaned via HEPA vacuum 
and wet wipe methods. However. upon inspection of and/or removal of the 
capacitors, the interior surfaces of the unit ventilators will be re-cleaned (HEPA 
vacuum and wet wipe) as required to remove visible dust/d irt/grime that may have 
accumulated since the last cleaning. 

Thank you fo r your prompt attention to this matter. If any of the items that we previously 
discussed have been mistakenly omitted from the responses provided above, or the 
explanations and clarifications are unclear or are otherwise insufficient for you to render an 
approval for the proposed work, please notify me immediately to discuss. 

Sincerely, 

ENVIRONMENTAL COMPLIANCE SERVICES, INC. 

Charles Klingler 
Worcester Branch Manager 

cc: Town of Princeton, John Lebeaux, Town Administrator 
Wachusett Regional School District, Thomas Pandiscio, Superintendent 


